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N E X X T  M AT R I X X® S TA N D  A L O N E  C E R V I C A L
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Systematic Titanium
P O R E S

Uncompromising
M AC R O S U R FAC E
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7μm Surface
M I C R O S U R FAC E

10,000X

300μm

500μm
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T I  P O R E S
• NEXXT MATRIXX® exhibits three pore sizes of 300, 500, and 

700μm.
• Minimized titanium material resulting in a 75% open porous 

architecture.

S U R FAC E
• Nexxt Spine has developed a proprietary, residue-free, 

micro-roughening process that creates a highly cohesive 
7μm roughened topography. 

• Due to the micro-roughened porous structure of the 
NEXXT MATRIXX® titanium, the implants exhibit up to 4X 
more surface area for bone apposition and potential bony 
integration than conventional spinal implants. 

I M P L A N T  O F F E R I N G :

FOOTPRINTS:
12Dx15Wx5-10Hmm // 11+12mm
14Dx16Wx5-10Hmm // 11+12mm
16Dx18Wx5-12Hmm

SCREWS:
∅3.5x12, 14, and 16 // 18mm
∅4.0x12, 14, and 16 // 18mm

Made to order.

LORDOSIS:
6˚
10˚

One-Step Turn Lock

12.5˚

40.0˚
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N E X X T  M AT R I X X®

I N S T R U M E N TAT I O N

3  S E L F - G U I D E D  S T Y L E S :

O P T I O N A L  G U I D E  H E A D

1 .  S T R A I G H T
 Awl • Drill • Hex Driver

3 .  F I X E D  A N G L E
 Awl • Drill • Hex Driver

2 .  P O LY  A N G L E : 
 3 6 0 °  R A D I A L  R A N G E
 Awl • Drill • Hex Driver

LOCATE

DOCK

PLUNGE

• Integrated Guide + Instrument Design
• Fast + Accurate
• Minimal Exposure

1. Insert Cage
2. Drill/Awl
3. Insert Screw
4. Remove Inserter

Simple, Integrated, Secure

S TA N D  A L O N E  C E R V I C A L

40.0˚

40.0˚


